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DN 100

DN 100

Venduct® Roof Outlet - short pipe / Entlüfterrohr - kurzB

DN 100 

20°-35°

35°-50°

DN 125

16°-30°

30°-45°

KE 3...

10°-25°

25°-40°

1. 2.

DN 100 DN 100 DN 125

DN 100 DN 125 DN 125

DN 100/125

DN 100/125

Accessories/ Zubehör

3.

4. 5.

ca. /aprox.

< 35˚

ca. /aprox.

> 35˚

DN 100 

20°-35°

35°-50°
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16°-30°

30°-45°

KE 3...

10°-25°

25°-40°

ca. /aprox.

< 35˚

ca. /aprox.

> 35˚

DN 100 

20°-35°

35°-50°

DN 125

16°-30°

30°-45°

KE 3...

10°-25°

25°-40°

ca. /aprox.
< 35˚

ca. /aprox.
> 35˚

Venduct® Roof Outlet - long pipe / Entlüfterrohr - langA

1. 2. 3.

DN 100 
System 70/110 

+ 
System 80/125

DN 125 
System 80/125

Venduct® Gas Flue / Thermen- AbgasrohradapterD

1. 2. 3.

DN 100/
DN 125

DN 100/
DN 125

DN 100/
DN 125

DN 100/
DN 125

DN 100/
DN 125

DN 100/
DN 125

DN 100/125

4.

22,20 mm
27,80 mm
34,70 mm
43,30 mm
49,00 mm
61,40 mm
77,50 mm

Venduct® Antenna Outlet / AntennendurchgangC

Accessories/ Zubehör

Accessories/ Zubehör

Easy-Form® tape

Easy-Form® tape

Strangentlüftung 
gem. DIN 1986-100

Soil ventilation according 
DIN 1986-100

Aktive Entlüftung von Räumen
(z.B. mit Ventilatoren) 

Controlled room ventilation
(e.g. with fans)

Strangentlüftung 
gem. DIN 1986-100

Soil ventilation according 
DIN 1986-100

Aktive Entlüftung von Räumen
(z.B. mit Ventilatoren) 

Controlled room ventilation
(e.g. with fans)

Permo® TR plus
Permo® HD

Permo® TR plus

Permo® HD

Accessories/ Zubehör

Permo® TR plus
Permo® HD



Venduct® System
Venduct® System

Verlegeanleitung
Installation instructions
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Pattern / Schablone
109 mm

DE - Sicherheitshinweis:
Im Winter kann es durch Austreten von Kondensat bei ungünstiger 
Witterung zu Eisbildung an der Wetterkappe, dem Dunstrohr selber 
und/oder auf der Dachdurchgangspfanne kommen. 
Zur Vermeidung des unkontrollierten Abrutschens empfehlen wir bei 
Bedarf geeignete Sicherungsmaßnahmen, wie z.B. Schneefangsysteme.

EN - Safety Notice:
Leaking condensate in winter time could cause under  
unfavourable weather conditions ice formation  
at the weather cap, the vent pipe itself and/or on the base tile.  
To avoid uncontrolled sliding of the ice we recommend to use 
appropriate safeguarding measures, e.g. snow guard systems.  

!

6.

1a. 2. 3.

DN 100

5.

DN 100

DN 100

4.

Alternative

53 mm

1b.

7.

Venduct® Solar Outlet / SolardurchgangE
Accessories/ Zubehör

50 mm

Optional

ø 10 mm

11 mm

11 mm

ø 10 mm

Example
Ø     48 mm
 45 mm

Ø 10 - 70 mm

Easy-Form® tape


